
 with standard E27, GX53 ,R7s, 

combing in series Fumagalli GX53 lamps you get a powerful 

luminaries. 

quick and easy lamp replacement.
standard lamp holder.

performances easy to upgrade to latest technology developments.
driver fully protected against heat and humidity by silicone paste.

TÜ

FUMAGALLI LED LAMPS
MODULAR SYSTEM

LVD EMC ERP
6000h

RoHS
REACH
compliant
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to protect the driver both from voltage droop and voltage 

components of the driver and the consequent risk of components unsoldering.

 Chips connected by pure gold wires, which are able to withstand at the 

case of high and low temperatures.

 The driver is fully enclosed in a special silicone paste, which ensures the 

Tested according to :
EN 62560:2012/A1: 2015

IEC/TR 62778:2014
EN 62493:2015

OUTDOOR
APPROVED

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

EMC
TESTED and its amendments.

ERP
6000 h

EC and EU 2015/1428 about the energy performance requirements of energy related products. 

LVD
TESTED

RoHS
REACH
COMPLIANT

countries all over the world.IECEE CB
SCHEME
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FUMAGALLI LED LAMPS



GOLD WIRE BONDING

DRIVER 100-240V

100-240V 

LENS

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

DRIVER

THERMOCONDUCTIVE
SILICONE PASTE 

90%

 

HEATSINK

CCT SETTABLE

Kelvin temperature (2700K, 
4000K, 6500K) and get a 
customized ambiance.
2700K, 4000K and 6500K led 
chips on 3 separate circuits to 
grant SDCM < 6.

2700 K 4000 K 6500 K

- 568 -

G
A

R
D

EN
B

R
IC

K
LI

G
H

T
U

R
B
A

N
 C

LA
SS

IC
FL

O
O

D
LI

G
H

T
U

RB
A

N
 M

O
D

ER
N

IN
-G

R
O

U
N

D
D

O
W

N
LI

G
H

T
PO

ST
R
EF

ER
EN

C
ES

LA
M

PS
U

P&
D

O
W

N
C
O

M
PA

N
Y

B
O

LL
A

R
D

B
U

LK
H

EA
D

R7s LED



R7s LED 78mm - CCT SETTABLE

R7s LED 78mm - CCT SETTABLE

R7s LED 78mm - CCT SETTABLE

LVD EMC ERP
6000h

90%
HUMIDITY

INDOOR &
OUTDOOR USE

VOLTAGE SURGE
RESISTANT

POWER 3 W
LUMINOUS FLUX 400 lm

SIZE & SOCKET

Ø22

78

EFFICIENCY 133 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 75 mA
POWER FACTOR > 0,5
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 45.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H7.LED.R7S.CCT

R7s

Ø22mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

POWER 7,5 W
LUMINOUS FLUX 850 lm

SIZE & SOCKET

Ø22

118

EFFICIENCY 113 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 168 mA
POWER FACTOR > 0,5
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 45.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H8.LED.R7S.CCT

R7s
Ø22mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

SILICONE PROTECTION

90%
HUMIDITY

INDOOR &
OUTDOOR USE

DRIVER

VOLTAGE SURGE
RESISTANT

LVD EMC ERP
6000h

POWER 10,5 W
LUMINOUS FLUX 1100 lm

SIZE & SOCKET

189

Ø22

EFFICIENCY 104 Lm/W
VOLTAGE 100-240 V
FREQUENCY 50/60 Hz
CURRENT 170 mA
POWER FACTOR > 0,5
COLOR RENDERING INDEX RA > 80
SDCM < 6
BEAM ANGLE 360°
WARM UP TIME ≤ 0,5”
SWITCHING CYCLE 45.000 
LIFETIME 25.000 h
KELVIN SETTABLE 2700 K / 4000 K / 6500 K
REF. CODE H9.LED.R7S.CCT

R7s

Ø22mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

Y IJA
IE IA

2700 K 4000 K 6500 K

CCT SETTABLE

2700 K 4000 K 6500 K

CCT SETTABLE

2700 K 4000 K 6500 K

CCT SETTABLE
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R7sw LED

R7sE27 HIP E27 GX53 Ø75 GX53 Ø100 GX53 Ø180 GU10G9


